
	 CP-RX250  XGA 2700 ANSI LUMENS

Convenient Functions
•	 215W UHO Lamp, XGA resolution
•	 Built-in 1W Speaker, Standby Audio
•	 Direct Power On/Off
•	 Equalizing Gamma / Color Temperature
•	 Template Function
•	 Projector Control with RS-232C commands
•	 High Performance Air Filter (Up to 5,000hour*) without 

cleaning

*Varies according to usage environment

Lamp Power saving mode
•	 Intelligent Eco 
•	 Eco Mode
•	 Saver Mode

Installation Flexibility
•	 x1.2 Optical Zoom
•	 Vertical Keystone
•	 Ceiling Mount / Desk Top Installation

Versatile Security Functions
•	 PIN Lock, Security Bar / Security Slot, Key Lock

LCD Projector



Model name	 CP-RX250EF

Product name	 Liquid crystal projector 3LCD

Liquid crystal panel	 768,431 pixels (1024 x 768)

Lamp	 215W UHP

Light output (brightness)	 2700lm

Contrast ratio	 2000:1
(Presentation mode)

Speaker	 1W

Display resolution video	 NTSC, PAL, SECAM, PAL-M,
	 PAL-N, NTSC4.43, 525i(480i),
	 525p(480p), 625i(576i)

Power supply	 AC 100V-120V / 3.3A
/ Rated current	 AC220-240V / 1.6A

Power consumption	 320W

Temperature range	 5~35°C

Dimensions (WxHxD)	 320 x 85 x 245 mm

Weight (mass)	 3.0 kg

Terminals
	 Computer In	 15-pin Mini-D-sub x 1
	 Computer Out	 No
	 Composite video In	 RCA connector x 1
	 Control (RS232C)	 D-sub 9-pin connector x 1
	 Audio In	 3.5mm stereo mini con. x 1

Other
	 Lamp life	 6000 / 5000 hr
	 Filter cleaning cycle	 5000 hr
	 Altitude	 up to 10,000 feet

Operation parts
	 Lamp	 DT01431
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